CUBICLE PARTITIONS / PANEL CUBICLES


-
Manufacturer



Decra Ltd, 34 Forest Business Park, Argall Avenue, London E10 7FB



Tel: 020 8520 4371 Fax: 020 8521 0605 email: sales@decraltd.co.uk

-
Reference



Designer cubicles (type CMMRP)

-
Pilasters

19 mm o/a panel, high-pressure laminate on 17mm moisture resistant chipboard post-formed on vertical edges

 


-
Partitions and doors



19mm o/a Moisture resistant melamine faced chipboard 


-
Facing

Pilasters faced both sides with high-pressure laminate from manufacturer’s standard choice of 23 colours.



Panels and doors faced on both sides with Melamine.


-
Edging

Edging to be 3mm thick PVC lipping, colour co-ordinated to facing on partitions and doors.  Pilaster edges to be post-formed.


-
Floor supports



Aluminium pedestal with 25mm adjustment


-
Ironmongery/accessories

Indicator bolt with external emergency release facility, coat hook with integral doorstop, door-closing buffers, cleats, pivot hinges with anti-finger trap feature, metal security screw fittings, aluminium angle headrail.  All metalwork to be SAA finish.

-
Other requirements



Overall cubicle height to be 1960mm above finished floor level with 150mm floor clearance



Partitions and doors to be the same colour: pilasters to be in a second colour if required.
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